
KEY FEATURES
Low power

Easy installation

Native mobility support

C red for OneWeb

Low pr w

Cellular/Wi-Fi capability optional

RX/TX aperture in full duplex 

MARKETS
VVIPs

Ener

Enterprise 

Government

On-ro

First responders

Industrial c ove

YOUR ONLY BROADBAND CONNECTIVITY SOLUTION FOR 
 COMMUNICATIONS WHEN AND WHERE YOU 

NEED IT IN A SINGLE INTEGRATED PLATFORM. 

Ku
Ku  
ELECTRONICALLY STEERED  
LEO SATELLITE TERMINAL



1-877-463-9727

For more information, contact our specialist team

*Draft speci cations as of October 2022 Subject to c an
**Software-controlled peak power draw User-con urable to a i er t res ld for very low-temperature operation
WARRANTY VOIDED IF THE HAWK u8 IS USED IN A MARITIME ENVIRONMENT  
 

PRELIMINARY SPECIFICATIONS*

AVAILABLE ACCESSORIES 

 » AC-to-DC power kit 
 » V cle power kit
 » Fixed mount 
 » V cle mount 
 » GO system: 

 » transport case wit lt-in tie-down 
points and dr for rapid wat ress
 » Tilt mec anism for COTP deployments
 » AC-to-DC universal power kit included
 » V cle mount included

TERMINAL TYPE OneWeb OneWeb

Antenna type Full duple rture, Ku-b t-panel antenna, 
electronically steer r eamfor rray

Scan angles : 360°, Elevation: +15° to +90°

Polarization Circular, software-

Receive (RX) band 10 70 GHz to 12 75 GHz

RX throughput < 195 Mbps

Transmit (TX) band 14 00 GHz to 14 z

TX throughput < 32 Mbps

Satellite modem Embedded OneWeb

Cellular modem
600 Mbps (LTE-A Pro) 

(Global or Nor rica and 
public safety c rations) 

Interfaces E rnet E rnet & Wi-Fi (802 11b/ /n)

Dimensions L 89 9 35 35

Weight 2 7 k lb. 30 k 67 2 lb.

Input power 12 VDC to 36 VDC or 90 VAC to 305 VAC via an accessory

Power (typical, steady state)** 95 W 125 W

Operational temp -40 °C to +55 °C

Storage temp -40 °C to +85 °C

Ingress protection IP66

Compliance  CE, FCC, Nemko, WEEE, RoHS

PRELIMINARY SPECIFICATIONS*

ALL TERMINAL VERSIONS ARE ALSO AVAILABLE IN GO CONFIGURATIONS


